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" EFFECTS OF MASS TRANSFER ON TRANSITION BEHAVIOR AT HIGH SPEEDS

Peter Plostins and Robert J. Cresci
Polytechnic Institute of New York

Farmingdale, New York

ABSTRACT

Surface heat transfer and boundary layer transition easure-

ments have been performed on a slender blunted cone at = 8.0.

These measurements have been obtained on the conical surface with

mass transfer occurring on the spherical nose cap. The free

stream Reynolas number, based on nose radius, varied between

.6,cl and i s-. Data was obtained both at zero angle of at-

*tack and at angles as high as WX, which exceeds the semi-vertex

. cone angle of "We. The technique utilized in the determination

. of transition location was the observation of the RKS output of

a thih film gauge, imbedded in the model surface, and maintained

at a constant temperature by an anemoeter system. A sudden

change in the RMS output of the film gauge r' s found to

accurately locate the onset of boundary layer transition.
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EFFECTS OF MASS TRANSFER ON TRANSITION BEHAVIOR AT HIGH SPEEDS

by

P. Plostins and R. J. Cresci

I. Introduction

Mass transfer has been known to provide a significant cooling

effect in high speed laminar boundary layers. In recent years,

* this basic concept has been proposed for alleviation of heating

problems of re-entry vehicles, including the space shuttle, cf.

* ref. (.1. Planetary probes designed for entry into the atmosphere

are also associated with large mass transfer rates in the stagna-

tion region, ref. (.)-M4. Here, the mass transfer results from

* the large radiative hcat transfer occurring in the stagnation

region; this results in large ablation rates which produce "massive

blowing". For these large injection rates, a layer of injected gas

occurs adjacent to the surface which is essentially at the surface

temperature. This insulating layer prevents any convective heating

at the surface. A numerical treatment of this problem was first

obtained in reference C5) where the constant property layer was seen

to thicken rapidly with mass transfer rate and the high shear layer

was displaced outward from the surface. These effects were veri-

fied experimentally in reference (6) where the alteration of the in-

viscid flow field was observed by schlieren photographs and down-

* stream effects of the mass transfer were also studied.

On a slender body, whether mass is injected by an active cool-

ant system or whether the injection occurs as a result of surface

ablation, the major transfer of mass will occur in the stagnation

region followed by a surface on which the effective injection rate

is zero (or extremely small). In the ablation system, this is

- - - -- - - - -1



caused by the radiation from the high temperature gases behind the

bow shock wave in the nose-cap region. As the shock weakens in

the downstream direction and becomes more conical in shape, the

gas temperature drops rapidly and, along with it, the attendant

surface ablation. If one considers the active coolant system,

* again one finds that the surface mass transfer is confined to the

* stagnation region since in this case the minimum injection re-

quired for reduction of convective heating is the important consid-

eration. In either situation, however, there will be some residual

cooling effect as the injected fluid flows downstream within the

boundary layer.

It has been observed in ref. (6) that this increased boundary

layer mass flow will initiate transition to turbulence earlier than

in a boundaiey layer with no upstream injection. Although small

amounts of film cooling have been known to decrease the surface

heat transfer rate, if the free stream Reynolds number is suf-

ficiently large, the injected fluid may initiate transition which

would not normally occur. In a transitional or turbulent boundary

* layer, the local heat transfer is usually significantly higher than

that in a laminar flow at the same free stream conditions. As a

result, it is extremely important to be able to determine the onset

of transition when such active cooling systems are proposed, or

when they occur naturally through surface ablation. In either con-

W dition, one may be trading a lower heating rate in the stagnation

region for a higher rate downstream. Since the downstream area can

be significantly larger than the surface area in the stagnation

* region, the total heat absorbed by the vehicle may actually be

greater with massive blowing than without under certain conditions.
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Since transition for specific configurations can only be obtained

experimentally, there is relatively little information available

* in the open literature on this subject. Reference (7) provides

experimental data on a porous hemisphere within one nose radius

* of the stagnation point of a spherically blunted cone which indi-

* cates the effects of increasing mass injection rate on the onset

of transition. In fact, transition was observed in this pa~per

even at the stagnation point itself for sufficiently large values

of the mass transfer rate. In reference (8) velocity profiles

and boundary layer thicknesses were measured on a blunted cone by

pitot probes and a hot wire anemometer. Transition was observed

on the spherical nose in this case at relatively low values of the

injection rate. A NASA study, ref. (9), of blunt bodies with dis-

tributed injection also found transitional effects as a function

* of the mass injected in the boundary layer at various Reynolds

numbers from the surface heat transfer measurements. In reference

* (10) similar effects were obtained from surface shape distributions

* of ablating graphite nosetips in hypersonic flight. Downstream ef-

* fects of mass injection on a slender cone were obtained in refer-

* *ence (11) from surface heat transfer measurements; these measure-

ments were then used to attempt to correlate the transition loca-

* tion with mass transfer rate and free stream Reynolds numbers.

* This is the only previous study, to the authors' knowledge, of

transition located on the impermeable surface downstream of the

mass transfer region. One of the more surprising results that was

* obtained from ref. (11) was that transitional flow was observed

close to the injection region, followed by a region of laminar flow

* whichin turn was followed by another region of transitional and

3



* ultimately turbulent boundary layer. This behavior occurred only

at certain Reynolds numbers and implied a local relaminarization

of the boundary layer. in order to interpret these results, the

numerical analysis of reference (12) was modified in reference

(11) to account for mass transfer in the stagnation region.

This analysis was then utilized to predict the boundary layer

characteristics under the test conditions. In the past, a par-

ameter which has been used quite successfully to correlate the

onset of transition is the local Reynolds number based on momen-

turn thickness. when this was computed from the numerical analysis,

it was observed to decrease along the surface and subsequently in-

crease in the downstream direction under certain combinations of

mass flow rate and Reynolds number. A direct correlation of this

parameter as computed from thi numerical analysis was then applied

to the experimental results. Although this correlation appeared

to provide an explanation of the anomolous behavior observed, the

method of transition detection, i.e., measurement of the surface

heat transfer rates, was not felt to be extremely accurate.

The purpose of the present study was to attempt to measure

the onset of transition, on the impermeable surface, with greater

accuracy than is possible by interpretation of surface heat trans-

fer mea-surellents. This was accomplished by using thin surface

* - films which were heated and monitored by a constant temperature

hot wire anemometer system. Thi.s technique, described in the fol-

lowing sections, was used to accurately locate the transition

point under a variety of free stream Reynolds numbers, surface lo-

cations, and mass injection rates. The study was performed at a

free stream Mach number of 8.0 on a spherically blunted cone of

4
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100 half angle. Although the major portion of this study was con-
ducted at zero angle of attack, some tests were run at angles of

attack between 20 and 140. Both the downstream effectiveness and

the transition location were also measured under these flow ccndi-

tions.

II. Instrumentation and Experimental Procedures

The test program was conducted in the hypersonic facility of

the Polytechnic Institute of New York. The tests were performed

in a Mach 8.0 blow down wind tunnel, which has a two foot diameter,

axisymmetric test section. The freestream stagnation temperature

of the flow was maintained at 20000R.; this is accomplished by

heating the air in a pebble bed heater. The stagnation pressure of

the air in the heater may be varied from 50 to 600 psia. The above

stagnation conditions correspond to a range of freestream Reynolds

numbers of 1.13x104 to 1.35xi05 per inch. The average test dura-

tion was on the order of ten seconds. A sting located in the tun-

nel behind the test section is capable of positioning a model at

angles of attack over a range of +140 in 20 increments.

A sketch of the primary model used in the current test program

is shown in figure (1). It consists of a 100 half angle cone with

a spherical nose cap of 1.1 inch radius. The porous injection

region extends over a total incluced angle of 60*. For measure-

ments in the vicinity of the injection region, this model was used;

for downstream data, another model was used which was geometrically

similar but with a nose radius of 0.5 inches. The larger dimen-

sions of the model shown in figure (1) facilitated installation of the

instrumentation in the nose region. A porous plug machined out of
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a flat sheet of sintered stainless steel powder subtends a total

spherical angle of 600 at the nose of each model. This porous

plug is removable and can be replaced with a thin walled stain-

less steel cap for zero injection tests. Behind the porous plug

* each model is fitted with a coolant settling chamber. During a

test the pressure and temperature of the coolant in the settling

* chamber were recorded.

Although surface heat transfer measurements were obtained in

the current test program, the primary objective was to develop a

* technique which more accurately ascertained the transition loca-

* tion on the model. In the past, various methods have been uti-

lized in the determination of transition location, e.g., surface

heat transfer, Preston tubes, and thin film gauges. In the cur-

*-rent test program it was decided to use the thimt surface film

technique. The gauges utilized are the standard TSI miniature

* flush mounted sensors in which the film is deposited on the end

of a quartz cylinder 1.5mm in diameter. The cylinder is mounted

in a hole drilled in the model so that the cylinder end is flush

with the model surface. The film gauge is held in place by epoxy

and due to the relatively large model radius of curvature, pre-

sents an essentially smooth continuous surface. The gauge is

maintained at a temperature slightly higher than that of the sur-

* rounding model by a Thexrmosystens Series 1050 constant temperature

anemomet er which is used to power the gauges and obtain the sen-

sor output. The root mean square characteristics of the output

* signals from the sensor elements are analyzed by a Thermosystems

* Model 1076 true root-mean-square meter. During a typical test the

time constant on the meter was maintained at 1/10 of a second.

-4 6



Validyne APl0 absolute pressure transducers were used to mon-

itor the pertinent pressure data such as coolant chamber pressure,

freestream stagnation pressure and freestream static pressure.

The output of the anemometer, the RMS meter, the thermo-

couples and the pressure transducers was fed into a bank of Honey-

well Accudata 122 linear amplifiers. The amplifiers normalized

all incoming signals to a range of 0.0 to 1.0 volts. This normal-

ized output was recorded on a Honeywell Model 101 AM-FM magnetic

tape recorder. The tape recorder is capable of recording 28 chan-

nels of data in an FM mode up to a frequency of 5KHz. In the AM

mode AC signals up to 600 KIz can be recorded. The microproces-

sor of the Model 101 can mark each channel with a timing pulse so

that all recorded data may be correlated in real time.

After the wind tunnel test run is terminated, the data recor-

ded on the tape recorder is played back into a Digital PDPIl-34

computer which has an AR-11 laboratory peripheral system. The

AR-11 system is capable of analog to digital conversion of 16

channels of analog data. The digitized data is stored by the

PDP11-34 on a diskette and is then ready for processing and analy-

sis.

III. Transition Detection Technique

Since the main objective of this study was to obtain accurate

transition locations for various mass injection rates, the tech-

U| niques used for this determination were reviewed. In reference (10)

transition was determined by the observation of ablated nose shapes;

transitional and turbulent heat transfer were found to produce a

0I distinct difference in the resulting shape as well as a distinguish-

able macroroughness surface pattern. References (6) and (11) util-
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ize the-measurement of surface heat transfer rates either under

varying Reynolds number or varying mass injection condiLtions.

This provides a reasonable indication of transitional behavior

but does not locate the exact initiation point. Preston tubes

have been used in references (13) and C14) and rely on the

abrupt alteration of velocity profile in the boundary layer which

is produced in a transitional flow. Although this is a good tech-

nique for boundary layers without injection, it was not clear how

the velocity profiles would behave at transition since they have

already been altered to some degree by mass transfer effects.

Reference (15) utilized thin surface films to measure the un-

steadiness that occurs in the boundary layer under transitional

conditions. It was also found to accurately indicate the exact

location of transition initiation, and therefore, was the approachf

used in the current study.

In order to examine the characteristic behavior of these

gauges, one was installed on the inner surface of a tube and vari-

ous flow rates were then established to produce a laminar, transi-

tional, and subsequently turbulent flow in the pipe, at low sub-

A sonic velocities. The output signals of the TSI constant tempera-

d ture anemometer are shown in figure (2), and for Reynolds numbers

based cn pipe diameter of 452 and 8480, the typical laminar and

turbulent behavior is evident. The signal was also recorded on a

* high speed magnetic tape system and was then fed into a spectrum

analyzer; the spectral distributions are included in figure (2)

for the same flow conditions. The initial spike observed in the

spectrum, at zero frequency, is characteristic of the analyzer

and is used for amplitude calibration; it is not indicative of the

8



signal amplitude at low frequency. It may be observed that trans-

* ition onset under these conditions is evident from both the raw

signal data and the spectral distribution.

This technique is seen to work quite well for subsonic flows;

however, when subsequently tried in the hypersonic wind tunnel

facility, the tunnel noise obscured the exact definition of the

transition location as observed from the spectrum analysis. The

surface heat transfer data at a distance 47.0 nose radii down-

stream of the stagnation point as measured on the conical model at

Mach 8.0 are shown in figure (.3) versus coolant flow rate. With

zero injection, the flow is clearly laminar and transition is

seen to occur at coolant flow rates in the vicinity of .6x10- slugs/sec.

If one examines the spectral distribution of the hot film output

signal (cf. fig. (4)), it is difficult to evaluate where transi-

* tion occurs due to the background tunnel noise. Even for zero

coolant flow, where the boundary layer is clearly laminar, the

anemometer signal shows a significant spectral distribution.

This is typical of the data obtained under all test conditions, in

the Mach 8 hypersonic tunnel.

Another approach investigated was to examine the EMS voltage

for various tests, rather than the spectral distribution of the

fluctuating signal. The advantage of using the EMS voltage can be

clearly seen from Fig. (3). In Fig. (3) it is obvious that the

S EMS voltage defines the transition location at least as sharply

as the surface heat transfer data, and significantly better than

the spectral distribution.

At large downstream locations, where transition occurs rapid-

ly, the surface heat transfer measurements were found to provide a

9



reasonably accurate indication of transition location. However,

closer to the injection region where transition is spread out

over a larger distance, the heat transfer does not indicate a

distinct jump from laminar flow conditions. Figure (5) shows the

typical surface heat transfer behavior at a location 2.95 nose

radii from the stagnation point. Also included is the numerical

analysis of reference (11) for a purely laminar boundary layer.

Comparison of the heat transfer data with the analysis indicates

a deviation which could be caused by transition, however, since

the data is still decreasing monotonically with increasing mass

transfer, it is very difficult to establish an exact location for

transition. Examination of the RMS data from the thin film, on

the other hand, does accurately define the transition location

(mtr .8x10 4 ) without having to rely on the accuracy of a numer-
ctr

ical analysis of the boundary layer.

The only difficulty associated with this technique is that a

large number of tests were required to locate the transition point,

i.e., each data point in figure (5) corresponds to a different test

run. With the high speed tape data acquisition system described in

the previous section, it was decided to run a variable mass injec-

tion test at a constant Reynolds number to evaluate the possibility

of obtaining the transition location in one test run. Figures (6)

and (7) show the results of these tests. Figure (6) presents the

coolant chamber pressure vs. time and the RMS signal vs. time at a

surface location of i = 36.8 and a free stream Reynolds number of

4.OxlO4 . The location of transition is clearly evident on the RMS

plot and determines the injected mass transfer rate required to in-

itiate transition. The same information is shown in figure (7) for

10
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a Reynolds number of 5.1x104 , a location of 9.09 nose radii down-

stream of the stagnation point, and an angle of attack equal to

2 degrees. From these tests, an accurate determination of the

initiation of transition can be observed in terms of the mass

flow rate, at a given surface location. All the subsequent in-

formation, on boundary layer transition, described in this paper

was obtained by utilizing this technique.

Clearly, the EMS output of the surface film gauges may be

used to determine transitional behavior even when active cooling

is present. They provide a means for determining the transition

location without resorting to a theoretical analysis of the flow

field. Moreover, configurations and flow fields may be investi-

gated for which no theoretical analysis is presently available,

e.g., angle of attack conditions.

IV. Px,;jentation and Discussion of Results

To establish the rate of coolant flow at any time during a

test a venturi with a contraction ratio of one hundred to one was

installed in the coolant supply line. Throughout the test the up-

stream pressure, Pt, stagnation temperature, Tt, and throat pres-
sure, P2 ' are recorded. The coolant mass flux at any instant is

then given by:

'Y
2y t 1 / 2  P 1l/2

m= PtAt [L -1R[L-(

2
[(Pt7yAt 2i/

P2 r2
ii ' 2 11



The model surface temperatures and pressures are measured

and recorded as a function of time during a test. Having a

temperature distribution as a function of time, one can evalu-

ate the heat transfer rate. The temperature distribution is

obtained as described above and is curve fitted using a numeri-

cal cubic spline curve fit (see ref. (16)). The temperature rate

" of change, dT/dt, is obtained from the derivative of this curve

*" fit as a function of time, and the actual surface heat transfer

rate is given by:

o dTq= Pm 2)

where, P is the density of the stainless steel of which the model

is constructed, Cpm is the heat capacity of the steel and, A is

the local wall thickness. The Nusselt number is then computed as

a function of time and is defined by:
0

N qR0Pr(HII-Hw )I

The instantaneous wall temperature is used to evaluate Hw, the

Prandtl number is taken as .70, ps is the freestream stagnation

viscosity, and H. the freestream stagnation enthalpy computed

*O from the measured flow stagnation temperature.

As observed in figures (6) and (7) the RMS value of the sen-

sor output exhibits a sharp change when the flow changes from lam-

inar to transitional. The first instant at which this change oc-

curs is defined as the transition location. By aligning the timing

pulse on the RMS data with the timing pulses on the venturi pres-

sures, Pt and P2' and the venturi flow stagnation temperature Tt,

the mass flow rate at transition is uniquely determined from equa-

12



tion (1).

Having determined the mass flow rate, the data can be pre-

sented in terms of the laminar injection similarity parameter,.

Nc, of ref. (11). This injection parameter is a function of the

free stream Reynolds number, Mach number, stagnation enthalpy,

the model geometry, and the total amount of injected mass. It

is defined by the following relation:
|mc

Nc -- 1/2 (4)
PWo seseR

" Pse
with : sse Pao

se d
= ee

S ds

U e
U=

. = S/R0

Zero Angle of Attack

In reference (11) the laminar boundary layer was analyzed

for the same geometry body as the current tests and provided a

plot of Re, as a function of surface location and mass transfer

rate; this figure is included here as figure (8). Tests were

run at a specific free stream Reynolds number and with the film

gauge at a particular surface location. The mass transfer was

then varied to obtain the value of N c required to initiate bound-

ary layer transition. For the specific test conditions, one can

obtain the transitional values of Ree by use of figure (8) and the

value of Nc required for transition at that specific surface loca-

13



tion (which determires ). From this information, various values

of Re have been obtained at different surface locations and

A for different free stream Reynolds numbers. This data was then

correlated in terms of the various parameters and is presented

in figure (9); the surface location is included by utilizing the

Lees (17 ) similarity parameter s which is defined by:

S = Re (PR.) opeUee r (s5)

where Pe = Pe/P

r = r/R 0

1 The transition data is seen to correlate quite well for free

- stream Reynolds numbers varying by a factor of 15 and for surface

locations varying from the vicinity of the injection region to

distances which are far downstream. This data may, therefore, be

used to determine the transitional behavior of boundary layers

subjected to upstream mass transfer, for similar body geometries.

when the above data is cross-plotted as a function of surface

* location, for a constant free stream Reynolds number, the boundary

layer relaminarization described in reference (11) is seen to occur.

4 Figure (10) presents the mass transfer required to initiate transi-

*! tion as a function of surface distance. At a given location, values

of Nc less than the transitional value produce a laminar flow while

larger values of Nc correspond to either a transitional or a turbu-

lent boundary layer. By considering a constant level of mass injec-
F5

*i tion, at Re - 0.4x105 , one can now follow the behavior of the

boundary layer as it progresses downstream over the surface of the

blunt cone. For very low values of Nc the boundary layer is coM-

14
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,i pletely laminar, while for high mass transfer rates it is transi-

*tional or turbulent over virtually the entire surface. For in-

termediate values of the injection rate (10<N <50), however, a
c

region of transitional flow is followed by a region in which the

* boundary layer has reverted to a laminar condition. since the

model length corresponds to a value of i = 50, it was not possi-

ble to observe the expected transition to turbulence further down-

stream on the model. This relaminarization effect was only found

to occur in a limited range of Reynolds numbers, i.e., at a lower

Reynolds number (0.27xi05) the typical behavior of a monotonically

decreasing Nc with increasing distance along the body is observed.

At this Reynolds number, transition was not found at the two for-

ward film locations (T = 4.32 and 9.09) even for large values of

NC (greater than 100).

Angle of Attack Results

For angles of attack ranging from 0 to 14 degrees both trans-

ition data and heat transfer data is presented at various down-

stream locations, for several meridian planes defined by 4, which

is measured from the windward meridian.

The test conditions for the angle of attack data are as fol-

lows:

MW =8.0

Re = 0.4xi0 5-'0.5x105

= 20, 60, 100, and 140.

The extent of the injection region is indicated on all applicable

figures (i = 0.52).

Transition data obtained from a hot film gauge at i = 9.09

is presented in terms of the mass transfer similarity parameter,

15



Nc, in figure (11).

This data is shown for three meridian planes: the windward

plane (~=00), the cross plane (~=900) and an intermediate

plane (~=600). NO transition data could be obtained at angles

of attack larger than 60 at *=900 due to the unsteadiness of

the EMS signal under these conditions. The large variation in

film gauge output precluded the determination of an accurate lo-

cation since a clear cut variation in signal intensity was not

evident. This was also the case for values of 0 greater than 900

even at lower angles of attack, and was probably caused by the

cross flow separation that occurs in this region.

Some general conclusions may be reached concerning the data

presented in figure (11). Angle of attack appears to produce a

stabilizing effect on the boundary layer, at least on the wind-

ward surface (0s900). That is, at a given surface location larger

mass injection is required to produce transition at angle of at-

tack than in the axisymmetric flow condition. Conversely, for a

given rate of mass transfer, transition will occur further down-

* stream on the windward surface when the body is at an angle of

attack. Moreover, these effects become more pronounced at in-

6 creasing angles of attack. on the leeward surface, no transi-

tional behavior was observable due to the large degree of un-

steadiness that was present.

6 For the angle of attack test series, surface heat transfer

rates were also measured to attempt to evaluate the feasibility

of mass transfer under these conditions. The heat transfer data

are presented in terms of the Nusselt number, which was defined

previously, and is a function of the injected mass, the model
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geometry, and the free stream Reynolds number. It is well known

that for laminar flow the Nusselt number is proportional to the

square root of the Reynolds number, therefore, in order to elim-

- inate the effect of Reynolds number (at least for the laminar por-

*tions of the flow) the heat transfer data is presented in terms

|*! of the non-dimensional parameter Nu/Re 1/2. Therefore, in regions

"* where the flow is laminar, the variations in the data are due to

geometry, angle of attack, and mass injection effects only.

The symmetry plane heat transfer at a - 20, 60, 100 and 140

is presented in Figures 12 through 15 respectively, one may note

that the zero injection heat transfer is an order of magnitude

less on the downstream portion of the cone than at the stagnation

point. Throughout the entire range of angles of attack considered

in the current test program, upstream mass injection is seen to

be capable of diminishing the maximum heat transfer to the cone

surface by one order of magnitude. This is accomplished by re-

ducing the stagnation point heat transfer to zero, and maintain-

ing a relatively low Nusselt number over the spherical nose cap.

AS the angle of attack increases the effect of cooling decreases

on the windward meridian but is enhanced on the leeward meridian.

This is caused by two independent effects. Geometrically the in-

jection region is fixed to the nose of the vehicle, therefore, at

an angle of attack, the length of the injection surface as mea-

sured from the stagnation point on the windward meridian is pro-

portionately less than on the leeward meridian. Secondly, since

the flow is three dimensional the cross flow that develops car-

ries coolant from the windward side of the cone to the leeward

side.

17



At angle of attack, the surface film gauge used to detect

boundary layer transition was only run at the T = 9.09 location.

Some qualitative effects of angle of attack on transition may be

obtained, however, from examination of figures (12) through (15);

when the mass transfer is increased, a non-monotonically decreas-

ing heat transfer at a given location implies that transition has

occurred. This cannot accurately locate transition due to experi-

mental scatter and also because of the behavior previously shown

* in figure (5). in any case, a general trend can be seen by ob-

serving the data along the windward meridian in figures (12)

through (15). At 20 angle of attack, transitional flow appears in

the vicinity of 1Z. 2.5 at the lowest injection rate (Nc - 13.5).

This is consistent with the zero angle of attack data where the

same NCt was observed. At a - 60, the data appears to remain

laminar at T.5even at the highest mass transfer ate (N c - 41.0).

For N c - .13.5 transition has apparently moved downstream to T- 4.

Although these trends are only qualitative in nature, they are con-

sistent with the more accurate film data shown in figure (11).

Figure (16) presents the heat transfer data measured in the

900 meridian plane. The major result that is observed is that for

surface locations downstream of T - 3 there is very little effect

- . on the heat transfer of either angle of attack or mass transfer.

For the range in flow variables considered in the current test pro-

gram, the Nu/ Re, 1 2 varied between l.5x10-2 and 2.0x10_2 under all

circumstances. For 1<3 the heat transfer is dependent on both

angle of attack and mass transfer rate in the cross plane ($-90o).



V. Concluding Remarks

Tests have been conducted on a slender, spherically blunted

cone with a porous tip utilized for mass injection into the bound-

ary layer. Measurements were made on the impermeable surface

downstream of the porous injection region. The major conclusions

that were reached in this study may be summarized as follows:

(i) An accurate determination of the transition location

may be obtained by using thin surface film gauges

operated by a constant temperature anemometer

system. Examination of the RMS signal provides the

criteria by which transition can be determined.

(ii) A correlation of transition Reynolds numbers based

on momentum thickness has been obtained in terms of

the suiface location and the mass transfer required

to initiate transition. This data correlation may

be utilized in the prediction of transition behavior

with mass injection.

(iii) For a certain range of free stream Reynolds numbers,

the effect of mass transfer was to initiate early

transition, followed by a region in which relaminar-

ization of the boundary layer occurred. in general,

the presence of mass transfer had a destabilizing

effect on the boundary layer which produced transi-

tion earlier than in the zero mass injection case.

Liv) Both surface heat transfer and transition data were

obtained up to angles of attack greater than the half

cone angle. Reasonable mass injection rates were

found to effectively reduce the nose-tip heat trans-

19
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fOer to values which exist on the downstream coni-

cal surface, even at the highest angles of attack

considered.

(v) on the windward meridian, the presence of non-zero

angle of attack delayed boundary layer transition,

even in the presence of the destabilizing mass

transfer.
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